
Bare Concrete Preparation
Sweep Entire

Surface

Are there
oily spots?

Spot-clean with
degreaser.

Does water
soak into the

surface quickly?

Wet the surface. Clean with brush
and cleaner/degreaser.

Apply concrete etcher
per manufacturer’s

instructions.

Neutralize with 1 part
CCC Cleaner/Degreaser

Solution Diluted in 3
parts water.

Mop with abundant
water twice,

using clean water
each time.

Use mop or Shop-Vac
to remove all
surface water.

Allow 24 hours
to dry.

Yes

No

No Yes

Is the surface
smooth or
textured?

Perform vapor
transmission test.

Is it an
exterior surface?

Power wash
entire surface.

Sweep off
standing water.

Clean with brush
and cleaner/degreaser.

Mop with abundant
water twice,

using clean water
each time.

Use mop or Shop-Vac
to remove all
surface water

NoYes

Vapor Transmission Test:
Tape all sides of 12” X 12”

Plastic sheet flat to surface.
Check for condensation

After 24 hours. If condensation
Is present, use a breathable

Top coat.

SmoothTextured
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Dye Application
Prepare concrete surface

Mask walls, columns, plants, etc.

Add color concentrate to dye base.

Add finished dye solution to
acetone-resistant pump sprayer.

Apply dye to surface with pump
sprayer in a circular motion.

Apply accent color, if desired.

Allow 1 hour to dry.

Is
odor an
issue?

Apply Supreme Seal 25
with a pump sprayer or roller.

Apply A-Coat
with a pump sprayer or roller.

Is
the surface

interior?

Apply Super Wax Polish with
lamb’s wool or microfiber applicator.

Touch-up with Super Wax
as needed.

Re-apply sealer every 2-5
years as needed. If colors 
fade, one unit of dye may

be added to 5 gallons
of  Supreme Seal

to Rejuvenate the color.

Stirring is sufficient to mix the
solution. Multiple colors can be
mixed to create custom colors.

Sprayer is available for purchase
or on a rental basis from our

tool rental department.

Heavier application in some
areas can create a more

mottled finish.

Lighter colors should be
applied first.

Do not apply 
Supreme Seal over

A-Coat.
Dye cannot be mixed

Into A-Coat.

Yes No

Yes No


